
 

 

 

 

               

  
DESCRIPTION 

PACKING TAPE  

INDUSTRIAL USE 

BENEFITS 

USES AND APPLICATIONS 

1. Apply on clean surfaces. 

2. Press as the tape unwinds to ensure 

proper adhesion. 

3. Use within 12 months of its manufacture. 

4. Store in dry and covered places at room 

temperature. 

APPLICATION TECHNIQUES 

EFFICIENT PROFESSIONAL INDUSTRIAL RESISTANT 

ADVENTAGES 

 Professional use. 

 Resistant to heavy packaging. 

 Instant adhesion. 

 Tear and abrasion resistant. 

 Excellent performance in industry in general. 

 High retention force. 

 Resistant to stress and breakage. 

 Adheres to corrugated surfaces. 

 Aggressive adhesion on multiple textures. 

The Cellux® industrial type packaging tape is a tape composed 

of a bioriented polypropylene film (BOPP) and a pressure-

sensitive aqueous acrylic adhesive, specially designed for the 

heavy packaging industry weighing up to 30 kilograms thanks 

to its high mechanical resistance that provides high 

performance. 

 Its main use is associated with sealing in the heavy 

packaging industry including food engineering thanks to 

its non-contaminating adhesive. 

 Wraps, clamping and splicing. 

 Assembly of medium-heavy loads. 
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C-715 / C-715T  AVAILABLE SIZES 

Code 
Widths 

(in) 
Lengths 

(Yds) 
Type of 
packing 

Packing 
units 

715C-00-00120040  1/2 40 Loose rolls 588 

715C-00-00180040  3/4 40 Loose rolls 396 

715C-00-00240040 1 40 Loose rolls 288 

715C-00-02IN0040* 2 40 Loose rolls 144 

715C-00-02IN0100* 2 100 Loose rolls 108 

715C-00-02IN0200 2 200 Loose rolls 72 

715C-00-02IN1000 2 1000 Loose rolls 7 

712C-00-00720100 3 100 Loose rolls 72 

*Available sizes ref C-715 habano 

Typical physical properties 

C-715 / C-715T 

Thickness  (Micras µ) Test method 

Backing 25 GB/T 7125-2014 

Adhesive 20 GB/T 7125-2014 

Total 45 GB/T 7125-2014 

 Metrics Units (kg/in) Test method 

Adhesion to 
steel 

0,6 GB/T 2792-2014 

Tensil strength ±9 GB/T 7124-2008 

Shear (hours) >24 GB/T 4850-2002 

 

 

Composition 

It is recommended to use it during the 12 months after its 

manufacture. Store it preferably in its original packaging 

and in clean, dry places, at room temperature and ± 50% 

relative humidity. Manually presents very good 

performance. Superior performance will be obtained if its 

application is through Cellux EX118BK and EX313 

dispensers or sealing machines. 

 

Section 1- FUNCIONALITY 

TECHNICAL DATA 

TRADENAME PACKING TAPE INDUSTRIAL USE 

Section 2- PROPERTIES 

Section 3- STORAGE CONDITION 

IMPORTANT: the information provided represents values established based on applications under normal conditions and years of CELLUX experience, which is provided to 

the public in good faith. In practice, conditions may vary by altering the final result. The customer or buyer must perform their own tests to ensure the suitability of the product 

and not rely on this information or any other advice offered. 

BACKING: composed of a bioriented 

polypropylene film (BOPP). The structure of this 

polymer improves the optical and mechanical 

properties of the support. Its surface is bright and 

has a high degree of transparency. In addition, it 

has high resistance to stress, abrasion, scratches, 

bumps, perforations and tearing. It is waterproof 

and vapor impermeable. 

ADHESIVE: Its constitution has a pressure-

sensitive aqueous acrylic based adhesive (PSA) 

that provides independence and does not require 

any means to activate. This type of adhesive 

provides strong bonds with the aqueous phase that 

prevents solid adhesive particles from joining 

together and separating during storage. 

The joint work of its components provides: 

 A secure seal on corrugated and recovering 

cardboard surfaces 

 High adhesion power 

 Edge tear resistance. 
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1. Release. 

2. Biaxially oriented 

polypropylene film. 

3. Acrylic adhesive. 

 


