
The enkare mask is a reusable protection element with 
two layers of woven fabric, which covers mouth, nose 
and chin and is intended to protect the respiratory tract 
from droplets of fluids, saliva, and blood.   
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Name: 

enkare mask

Use:  
Product intended for 
medical industry and 
general use.

Packaging: 

50 masks per box.
40 boxes per case.

PRODUCT IDENTIFICATION

3-ply construction each with 2 layers of woven 
polyester-cotton fabric for increase coverage. 
The purpose is to protect the wearer against 
fluids.

Its function is to provide support and comfort 
to the mask so that covers the respiratory 
tract and ensures protection.

Its function is to adjust the upper part of the 
mask to the nose, ensuring the protection of 
the respiratory tract.

*Type IIR masks are intended to be used by healthcare professionals in an operating room or other medical 
environment with similar requirements (UNE-EN14683:2019).
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COMPOSITION

COMPONENT FUNCTION

Material / Weight

Color 

Dimensions

10 g +/- 1g (packaging + product)
White

19x9 cm

*

ANALYSIS SPECIFICATION RESULT APPLICABLE REGULATION

ASTM F2101:2019
ISO 11737-1:2018
16 CFR Parte 1610

Test MIL-M-36954 C
ASTM F1862

ASTM F1862
ASTM F1862

Bacterial Filtration Efficiency (%)
Microbial Cleanliness (UFC/mL)
Flame spread

Differential Pressure (Pa/cm2)
Splash Resistence/ Synthetic Blood 
Resistance (Kpa)
Splash Resistence/ Spittle (Kpa)
Splash Resistance /Sweat (Kpa)

≥98
<30

Level 1 / 
Class 1
<60
≥16

≥16
≥16

≥98
<10
Level 1 / 
Class 1
44.5
16

16
16

UNE-EN14683:2019, TIPO IIR
UNE-EN14683:2019, TIPO IIR
16 CFR Parte 1610

UNE-EN14683:2019, TIPO IIR
UNE-EN14683:2019, TIPO IIR

UNE-EN14683:2019, TIPO IIR
UNE-EN14683:2019, TIPO IIR

METHOD

PHYSICAL PROPERTIES:



Daily washing is recommended in order to minimize the 
microbiological load

Proper hand washing is essential before and after use

Pass the elastic bands through the ears to adjust the mask.

When placing it, take care of the proper location from the 
nasal septum to the chin and validate the fit to ensure full 
coverage of the face and nose.

Lightly press the nasal support on the septum with your 
fingers to mold.

Once adjusted, avoid touching the mask with your hands, in 
case you need to, wash your hands before it.

Avoid moving the mask to the forehead or neck.

Remove with clean hands, without touching the front of the 
mask and wash your hands again

The use of the mask does not exempt the user from the 
application of barrier procedures complemented by measures 
of social distancing and hand washing.
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Telephone: +57 (4) 405 5055

Dry in the 
shade

USE INSTRUCTIONS Store in a cool, dry place 
away from heat, light and 
ignition sources 

Avoid exposure to sources 
of heat and odor.

www.enka.com.co

WASHING INSTRUCTIONS

PRODUCT FEATURES

The mask accomplishes the minimum requirement of 50 
wash cycles, measure under the NTC908 - AATCC 135 

Individual packaging that allows greater asepsis of the 
product prior to handling and during its storage.

Light, soft, and free of particles, avoiding allergic 
issues, facilitating normal breathing, and offering 
comfort for a long use.

It offers effective protection of the respiratory tract against 
body fluids and blood, even for healthcare professionals in 
an operating room or other medical environment according 
to the European Standard UNE-EN14683:2019.

STORAGE

Do not bleach

Water temperature 
not above 40°C or 
105°F

Suitable for dry 
cleaning

Maximum 
temperature 
110°C or 230°F

40º
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