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SOLDER MAX CLEANER 

 
 
SOLDER MAX Cleaner is a solvent with great 
degreasing power especially recommended for 
cleaning PVC and CPVC pipes and fittings. Removes 
grease, oil, dirt and other materials present on the 
surfaces to be glued on pipes and fittings, but without 
damaging the integrity or composition of the material, 
it is used before applying the pvc welding. 
 
 
DETAILS MANUFACTURER: MACROSOLDER SAS 

- IBAGUE - TOLIMA - COLOMBIA -SUR AMERICA - 21 N 1-119 STREET SOUTH 
B PLOW UPPER - MOBILE (+57) 321 409 954 COLOMBIA 
gerenciamacrosolder@gmail.com  
BRENNTAG EMERGENCY TELEPHONE NUMBER: + (57-1) 2940420 
Pweb page: http://macrosolder.com/  https://www.facebook.com/macrosolder  
 
 
INSTRUCTIONS FOR USE 
 
With a clean cloth apply SOLDER MAX cleaner on the parts to be joined. Let dry for 
a few seconds, the tube is degreased when its appearance is matte, and continue 
with the recommended process for welding PVC and PVC. 
 
BENEFITS 
 

 Easy, comfortable and fast application. 

 It guarantees a perfect union. 

 Fast dry. 

 Excellent quality. 

 Acts as a primer. 

 Chemically prepares the surfaces to be bonded. 
 
PRESENTATIONS 
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1/4 gallon 

12 ounces 

1/16 gallon 

1/32 gallon 

1/64 gallon 

 

 
PRECAUTIONS AND RECOMMENDATIONS 
 

 Shake well before using. 

 Always apply when joining with PVC solder. 

 Apply to both parts to be joined.  

 Use disposable rags. 

 Avoid excessive applications.  

 Wear respiratory protection, gloves and glasses, when handling the product. 

 Avoid prolonged contact with the skin.  

 Keep away from heat sources direct sunlight  

 Use in ventilated places. 

 Do not return the used excess product to the bottle with the new product. 

 Keep out of the reach of children. 
 
TOXOLOGICAL HAZARDS AND STORAGE  
 
Under normal temperature conditions, keep in tightly closed containers, avoid direct 
light and heat sources, the shelf life in the original unopened container is 1 year from 
the date of manufacture. 
 
Easily flammable 
Irritates the eyes  
Repeated exposure may cause skin dryness or cracking.  
Vapours may cause drowsiness and dizziness. 
 
 

 
 
 
FIRST AID MEASURE 
 



 

Inhalation:Remove victim to fresh air and keep at rest in a position that facilitates 
breathing, if artificial respiration is necessary. Consult your doctor. 
Eye contact: Immediately flush eyes with plenty of water for at least 15 minutes. If 
irritation persists consult your doctor immediately. 
Skin contact: Quickly remove contaminated clothing, wash the affected area with 
plenty of soap and water. In case of irritation consult your doctor. Wash 
contaminated clothing before reuse. 
Ingestion: Do not induce vomiting. In case of vomiting, place the head lower than 
the stomach to prevent vomiting from entering the lungs. Consult your doctor 
immediately. 
 
FIRE-FIGHTING MEASURES  
 
Suitable extinguishing media: Foam, dry powder, carbon dioxide. Sand and dirt 
can only be used on small fires. 
Unsuitable extinguishing media: Do not use pressurized water directly, it can 
spread the fire. 
Special exposure risks: On combustion the product can give off toxic fumes.  
Special protective equipment: They should use standard protective equipment 
including a fireproof jacket, helmet with a mask, gloves, rubber boots and in closed 
spaces, self-contained breathing apparatus. Use water to cool containers and 
structures exposed to fire. Do not intervene without suitable protective equipment. 
 
MEASURES IN CASE OF ACCIDENTAL RELEASE 
 
Personal precautions: Keep unnecessary personnel away from ignition sources, 
wear appropriate protective equipment and clothing during clean-up, ventilate 
enclosed spaces before entering. Use appropriate containment measures to avoid 
contamination of the environment. 
Environmental precautions: Avoid spilled sewers, drains, subways and soil. 
Cleaning methods: Pick up with absorbent material, wash with water. Store in a 
suitable container for recycling or disposal according to legal provisions. 
 
 
 
PHYSICAL / CHEMICAL PROPERTIES 
 
Physical state: Liquid 
Color: Of course  
Smell: Characteristic 
Ph value: No information available 
Melting point: -83 ° C 
Boiling point: 60 - 80 ° C 



 

 
OTHER PROTECTIONS 
 
Have seyewash and shower system in the workplace. 
 
TRANSPORTATION INFORMATION  
 
Product Description: Flammable Liquid  
UN number:  1993 
ADR and RID land transport: Class 3, Packing group II 
IMDG ocean freight: Not available 
ICAO / IATA air transport: Not available 
 
REGULATORY INFORMATION 
 

1. Law 769/2002. National Land Traffic Code. Article 32: The load of a vehicle 
must be properly packed, labeled, packed and covered in accordance with 
the national technical regulations. 
 

2. Ministry of Transport. Decree 1609 of July 31, 2002. By which the handling 
and automotive land transport of dangerous goods by road is regulated. 

 
3. Ministry of the Environment, Decree 4741 of 2005, which regulates the 

Comprehensive Management Plan for hazardous waste and transportation of 
hazardous waste. 

 

 

 

 

 

ADDITIONAL INFORMATION 

This data sheet is intended only to provide a guide based on the NTC Standard. For 
handling the material with proper caution. Persons receiving the information should 
exercise their own judgment in determining the appropriateness of using this product 
for a specific purpose. 

RESPONSIBILITY 



 

MACROSOLDER SAS:Please provide the information contained herein in good 
faith. But neither the company nor its representatives are responsible for its accuracy 
or thoroughness, nor are they responsible for the misuse or interpretation given to 
the information contained herein. This document is only intended to be a guide to 
the handling of the material with appropriate caution, by a person adequately trained 
in the use of this product. Individuals receiving the information should exercise 
independent judgment in determining the appropriateness of using this product for a 
specific purpose. 

 
 
 


